WILLOW SPRINGS ROAD

[ 3 -5 | 5 & VARIES | 13’ 13

| 5 & VARIES | 3 - 5,

EXISTING TYPICAL CROSS SECTION
STA. 35+50 TO STA. 38492
STA. 41+02 TO STA. 72+80

3 -5 | 5 & VARIES | 13’ 13’ | 5 & VARIES | 3 - 5

PROPOSED TYPICAL
STA. 35450 TO STA. 38+92
STA. 41+02 TO STA. 72+80

CROSS SECTION

F.AU, TOTAL | SHEET
RTE. SECTION COUNTY SHEETS| ~ NO.

2697 3363 RS-1 COOK 36 4

FED, ROAD DIST, NO. _ [ILLINOISI FED. AID PROJECT

CONTRACT NO. 62706

LEGEND

@ EXISTING PCC PAVEMENT + 9"
@ EXISTING BITUMINOUS CONCRETE SURFACE # 5'

® EXISTING TYPE B AGGREGATE SHOULDER
@ EXISTING BITUMINOUS SHOULDER
® PROPOSED BITUMINOUS SURFACE REMOVAL, 2'/4"

@ PROPOSED POLYMERIZED LEVELING BINDER (MACHINE METHOD),
SUPERPAVE 1L-4.75, N50, 74"

PROPOSED BITUMINOUS CONCRETE SURFACE COURSE,
SUPERPAVE, MIXTURE D, /3"

MIXTURE TYPE AC/PG RAPZ MAX [ AIR VOIDS (%)
POLYMERIZED LEVELING BINDER SBS/SBR .
(MACHINE METHOD) SUPERPAVE, PG 76-28 0 2.5% @ 50 GYR
IL-4.75, N50 %"
BITUMINOUS CONCRETE SURFACE 4 :
COURSE, SUPERPAVE, MIX D, NT0 Pe 6422 10 4% e 70 GYR
CLASS D PATCHES, IL-19, N70 PG 64-22 15 47 @ 70 GYR
BITUMINOUS REPLACEMENT .
OVER PATCHES PG 64-22 15 4% @ 70 GYR
DESIGNERS USED A UNIT WEIGHT OF 112 LBS/SY/IN

REVISIONS

NAME DATE ILLINOIS DEPARTMENT OF TRANSPORTATION

EXISTING AND PROPOSED
TYPICAL SECTIONS

WILLOW SPRINGS RD.
VERT.
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